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HOW TO ORDER

TC Series

Capacitive switches

SPECIFICATIONS

RATING : 5-24V / 1ADC

OPERATING LIFE : 50 MILLION CYCLE MIN.
CONTACT RESISTANCE : 1Q MAX.
OPERATING TEMPERATURE: -20°C to 65°C.

MATERIALS

BUSHING: Aluminum alloy.
CAP : PC; Aluminum alloy.
SEALING : Sillicone,EPOXY.
O-RING: Sillicone.

HEX NUT : Nickel plated brass.

MODEL BUSHING CONTACT
NO. CONFIGURATION

RATING

e [Ji——41 - 00 - 0———

Bushing Contact
16 16mm Configuration
19 19mm L Lock
22 22mm M Momentary
Rating
Al 5-24V/1ADC
EXAMPLE:

TC16M-A1-F1FG00-3CD201
TC19M-A1-F1F[]00-3CD101
T

Wire
Light type

BODY BUTTON  LIGHT CAP LED WIRE
TYPE TYPE TYPE MARKING COLOR

U0 — 00—

Button type

F Flat Cap marking
00 No
Light type — LED Color
G llluminated ring ITEMNO| COLOR
with power logo 3C |RGB
B llluminated ring L3 | Red lock

Body type
F1 Al alloy,Double flated
(Natural anodized)

Wire

Available with 16mm Bushing only

D201 26AWG 150mm+2.54 2x3 Connector
D202 26AWG 300mm+2.54 2x3 Connector
Available with 19mm/22mm Bushing only
D101 26AWG 150mm+2.54 1x6 Connector
D102 26AWG 300mm+2.54 1x6 Connector
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CIRCUIT

3C color led application diagram
Available with 16mm Bushing only

SWITCH DC 5-24V
27 R Q
27 R 6
CABLE/CONN.
27 R 9
ORANGE 5-24V DC
INTERNAL BROWN NP -
POWER RED LED L | | GND «—
J, GREEN LED [aY
J BLUE LED
UNIT

L3 color led application diagram

Available with 16mm Bushing only

DC 5-24v
@)

=
o
>
=]

l

GND

SWITCH
RED LOCK
A7
27 R
[ CABLE/CONN.
27 R
ORANGE 5-24V DC
INTERNAL RROWN NP o
POWER L
J, GREEN LED [aY
| BLUE LED
CONTROL, ] BLACK GND
UNIT

3C color led application diagram
Available with 19mm/22mm Bushing only

L3 color led application diagram

Available with 19mm/22mm Bushing only

|
|
l
SWITCH } swiTen
|
- R DC 5-24v | 27 R REDLOCK DC 5-24V
O
|
27 R i 7 R
CABLE/CONN. = ! 5
i } R CABLE/CONN.
=" ] I U
ORANGE 5-24V DC } ORANGE 5-24V DC ]
BROWN NPN ]
! -
'NPTOEV'\?/EQL eRou B } INTERNAL BROWN NPN
GREEN LED . | POWER X
T GND | GREEN LED
J BLUE LED ] ! ~|/ — GND
CONTROL BLACK GND ] } | S
UNIT _1 I CONTROL ] BLACK GND -
} UNIT L
— | JE—
| —
16mm 19mm 22mm
.87 2.98
222.00 925.00

PANEL CUTOUT

.008
584 To00

+0.20
14.83 X

.008
2.630 * 0%

+0.20
216.00 "0

TN

|
|
I
|
|
I
!
|
|
I
|
|
I
|
|
|
I
|
|
I
|
|
|
!
|
|
I
|
|
I
|
|
|
I
|
|
I
|
|
|
!
|
|
I
|
|
I
Max.Panel thickness:8.0mm[.315](Max.) }

PANEL CUTOUT

Max.Panel thickness:10.0mm[.394]

59 00 59
15.00 M22x1.0 15.00
0.81
20.50
PANEL CUTOUT
R.44
R.38
R5.60 R11.10
81
20.70

Max.Panel thickness:10.0mm[.394]
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LIGHT TYPE

TC Series

Capacitive switches

G Illluminated Ring with Power logo

lluminated ring

B llluminated Ring

llluminated ring

luminated power logo CAP
TC16
.06 59 5.90(REF.)
1.50 | [T 15.00 150(REF) — | Wire:Red
N WireBrown Wire:Green
|
T
‘\HH‘\‘\H‘\‘H ‘ _— ‘\_'_\ 5 ;
L ———— ———— - .581
H‘\H\‘\‘\H\HH‘\‘H >\ — = Wire:Blue g
I ! I
AN AHRL \F/
Wire:Orange
2:54mm Wire:Black
M16x1.0 Connector EPOXY :
SECTION A-A
Part No. Shown : TC16[ |-A1-F1F[ ]00-3CD201
TC19mm
.08 .59 5.90(REF.)
2.00 | [T 15.00 150(REF) — | Wire:Red
Wire:Green
[ — >
—
\
— .69
u 17.50
[—
—
t Wire:Black
M19x1.0 2.54mm
Connector
SECTION A-A
Part No. Shown : TC19[ -A1-F1F[ ]00-3CD101
TC22
.08 59 5.90(REF.)
2.00 ] [T 15.00 150(REF.) Wire:Red
Wire:Brown Wire:Green
[ — >
—
| —
— . 81
P Wire:Blue 20.50
C
[E—
1 )
t Wire:Orange
2.54mm EPOXY Wire:Black
M22x1.0 Connector
SECTIONAA

Part No. Shown : TC22[ ]-A1-F1F[]00-3CD101
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